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ASSEMBLY TIPS:

* Read the instructions carefully before
assembling

* Check that all parts and components are
included in the pack

* Make sure all screws are tightened securely

» Make sure all dowels are hammered all the
way in

TOOLS NEEDED:

* Phillips head screw driver or battery drill with
phillips head

* Hammer

CONGRATULATIONS on the purchase of your
new Multi Purpose Desk.The table is supplied
in ready to assemble pack and every effort has
been taken to ensure your satisfaction with this
product.

WARRANTY INFORMATION

Sullivans USA, Inc. will replace any missing or
defective parts within 30 days of purchase. Fax
dated receipt to 630-435-1532, along with your
request. This policy does not apply to damage
due to shipping, abuse, or accident. For further
assistance, please call 800-862-8586.

MAINTENANCE

Sullivans Multi Purpose Desk requires
minimum amount of maintenance, however the
following cleaning tips should be noted:

Cleaning: To remove marks and enhance the
surface, wipe over with a general purpose
cleaner. The surface can be wiped clean with
damp cloth but should be dried quickly.

Caution: Do not use harsh chemicals or
abrasive cleaners. Do not use ammonia based
cleaning agents.

Components Description Qty
50mm Castor 2
50mm Castor 2

(Lockable)
Castor Bolts 4
(Round head, 15x5mm)
Board Screws 12
(Length: 47mm, Dia: 5mm)

Plastic Caps
(Dia: 13mm§) 12
Cam Screws 4
Castor Spanner 1
Cam Locks 4




Assembly Instructions

COMPONENTS
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STEP 1:

* Insert cam screws in each hole on the Top
Side (C).

* Insert cam screws attached to the Top Side
(C) to the holes on Front Rail (D) and Back
Rail (E).

* Insert cam locks inside each hole on the
Front Rail (D) and Back Rail (E)

* Tighten each cam lock with screwdriver.

STEP 2:

* Position Top Side (C) with the Front Rail (D)
in front of you.

* Position Panel A on your right side and Panel
B on your left side. Fit and secure all the
Screws.

* Push the cover caps on top of the screws. 0%

* Fit all the castors. When using castor
spanner, turn clockwise to tighten. Ensure the
castors are fitted securely.
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